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ARKANSAS DEPARTMENT OF TRANSPORTATION
SUPPLEMENTAL SPECIFICATION
TRAFFIC CONTROL FACILITIES

Sections 712, 713, 714, 715, 728 and 730 of the Standard Specifications for Highway Construction, Edition of 2014, are hereby amended as follows:

Subsection 712.02(a) Materials for Span Wire Support Pole With Foundation is hereby deleted and the following is substituted therefor:
     (a) Pole shafts shall comply with ASTM A 1011, SS, Grade 50 (345), ASTM A709, Grade 50 (345), ASTM A 595 Grade A, or ASTM A 572, Grade 50 or Grade 65.  Galvanizing shall comply with AASHTO M 111, Thickness Grade 100.
Subsection 712.02(c) Materials for Span Wire Support Pole With Foundation is hereby deleted and the following is substituted therefor:

      (c) Anchor base plates shall comply with ASTM A709, Grade 36 (250).  Galvanizing shall comply with AASHTO M 111, Thickness Grade 100.
 Subsection 712.02(e) Materials for Span Wire Support Pole With Foundation is hereby deleted and the following is substituted therefor:
     (e) Hex nuts shall comply with AASHTO M 292 Grade 2H or ASTM A653 Grade 2H or ASTM A653 Grade DH or DH3 (Grade 10S or 10S3).  The thread series shall correspond with that of the bolt furnished.  Washers shall comply with ASTM F436.  Galvanizing shall comply with AASHTO M 232 or ASTM B 695 Class 40 or 50.  Nuts shall be galvanized by the same process as that of the bolts.
Subsection 712.02(f) Materials for Span Wire Support Pole With Foundation is hereby deleted and the following is substituted therefor:

     (f) Concrete shall comply with Section 802 for Class S concrete.  The Department will perform all acceptance sampling and testing at the frequencies shown for Contractor acceptance in Subsection 802.06.  Reinforcing steel shall comply with Section 804 for Grade 60 steel.
The third paragraph of Subsection 713.02 Materials for Span Wire Assembly is hereby deleted and the following is substituted therefor:

     Suitable cable ties shall be provided to suspend the traffic control cable at intervals not to exceed 18” (450 mm).  Necessary eyebolts, washers, nuts, and fittings shall be galvanized steel complying with AASHTO M 232 or ASTM B695, Class 40 or 50.
Subsection 714.02(a) Materials for Traffic Signal Mast Arm and Pole with Foundation is hereby deleted and the following is substituted therefor:

     (a) Poles and mast arms shall be ASTM A 1011, SS, Grade 50 (345), ASTM A709, Grade 50 (345), ASTM A 595 Grade A or ASTM A 572, Grade 50 or Grade 65.  Galvanizing shall comply with AASHTO M 111, Thickness Grade 100.
Subsection 714.02(c) Materials for Traffic Signal Mast Arm and Pole With Foundation is hereby deleted and the following is substituted therefor:

     (c) Anchor Base Plates shall be ASTM A709, Grade 36 (250).  Galvanizing shall comply with AASHTO M 111, Thickness Grade 100.
Subsection 714.02(e) Materials for Traffic Signal Mast Arm and Pole With Foundation is hereby deleted and the following is substituted therefor:

     (e) Hex nuts shall comply with AASHTO M 292 Grade 2H or ASTM A563 Grade DH or DH3 (Grade 10S or 10S3).  The thread series shall correspond with that of the bolt furnished.  Washers shall comply with ASTM F436.  Galvanizing shall comply with AASHTO M 232 or ASTM B695, Class 40 or 50.  Nuts shall be galvanized by the same process as that of the bolts.
Subsection 714.02(f) Materials for Traffic Signal Mast Arm and Pole With Foundation is hereby deleted and the following is substituted therefor:

     (f) Clamp Plates shall be ASTM A709, Grade 36 (250).  Galvanizing shall comply with AASHTO M 111, Thickness Grade 100.

Subsection 714.02(g) Materials for Traffic Signal Mast Arm and Pole With Foundation is hereby deleted and the following is substituted therefor:

        (g) Flange and Gusset Plates shall be ASTM A709, Grade 36 (250).  Galvanizing shall comply with AASHTO M 111, Thickness Grade 100.
Subsection 714.02(h) Materials for Traffic Signal Mast Arm and Pole With Foundation is hereby deleted and the following is substituted therefor:

     (h) Clamp and Flange Bolts shall be ASTM F3125, Grade A325, Type 1, Heavy Hex with the requirements of Annex A2.  Galvanizing shall comply with AASHTO M 232 or ASTM B695, Class 40 or 50.

Subsection 714.02(i) Materials for Traffic Signal Mast Arm and Pole With Foundation is hereby deleted and the following is substituted therefor:

     (i) Concrete shall comply with Section 802 for Class S concrete.  The Department will perform all acceptance sampling and testing at the frequencies shown for Contractor acceptance testing in Subsection 802.06.  Reinforcing steel shall comply with Section 804 for Grade 60 steel.
Subsection 715.02(c) Materials for Traffic Signal Pedestal Pole With Foundation is hereby deleted and the following is substituted therefor:

     (c) Anchor Base Plates shall be ASTM A709, Grade 36 (250).  Galvanizing shall comply with AASHTO M 111, Thickness Grade 100.

Subsection 715.02(e) Materials for Traffic Signal Pedestal Pole With Foundation is hereby deleted and the following is substituted therefor:

     (e) Hex nuts shall comply with AASHTO M 292 Grade 2H or ASTM F436 Grade DH or DH3 (Grade 10S or 10S3).  The thread series shall correspond with that of the bolt furnished.  Washers shall comply with ASTM F436.  Galvanizing shall comply with AASHTO M 232 or ASTM B695, Class 40 or 50.  Nuts shall be galvanized by the same process as that of the bolts.
The fifth and sixth paragraphs of Subsection 728.02 Materials for Delineators are hereby deleted and the following are substituted therefor:

     Steel posts for bridge rail installation shall be a 1” x 1” x 3/16” (25 mm x 25 mm x 4.76 mm) angle weighing 1.61 pounds per foot (2.4 kg/m), and manufactured from ASTM A709, Grade 36. Length of post and spacing of holes shall be as shown on the plans.

     All delineators posts shall be hot dip galvanized in accordance with ASTM A123 and all fabrication, including punching or drilling holes, shall be completed before the posts are galvanized.

The second and third paragraphs of Subsection 730.02 Materials for Breakaway Sign Support are hereby deleted and the following are substituted therefor:

     All structural steel, except pipe posts but including base plates on pipe posts, and steel fuse plates, shall comply with AASHTO M 270 Grade 50.  Pipe posts shall be structural steel complying with ASTM A 53 Grade B pipe.  Steel bolted or welded to the primary support posts and not affecting the breakaway function, may be AASHTO M 270 Grade 36.
     All high strength bolts, nuts, and washers shall comply with ASTM F3125, Grade A325, Type 1, Heavy Hex with the requirements of Annex A2.
The third paragraph of Subsection 730.03 Fabrication for Breakaway Sign Support is hereby deleted and the following is substituted therefor:

     All structural steel shall be galvanized after fabricating according to AASHTO M 111.  All bolts, nuts, and washers shall be galvanized according to AASHTO M 232 or ASTM B695, Class 40 or 50.

