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BAR LISTS - ONE HEADWALL
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QUANTITIES & DIMENSIONS - ONE GRATE COMPLETE

BENDING DIAGRAM

V BARS

1301 BARS

ANCHOR BOLTS

(TWO BOLTS PER ANGLE)

(DIMENSIONS ARE OUTSIDE TO OUTSIDE)

EACH CONNECTION TO BE

EMBEDDED IN CONCRETE
SEE ANGLE DIM. D

IN TABLULATION BOX

USE NUT ON EACH

SIDE OF ANGLE

   DETAIL OF

ANGLE CONNECTION

TYPICAL SECTION

STANDARD GRATE PANEL

FURNISH WASHERS WITH BOLTS
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END ELEVATION

SIDE ELEVATION

PLAN

LOCATION OF ANCHOR BOLTS

TYPICAL FOR EACH ANGLE CONNECTION

6mm FILLET WELD
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REVISION

7-20-95 CONVERTED TO METRIC

STANDARD DRAWING G-1(M)

STEEL GRATE ASSEMBLY

(TYPE 1)
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V1301 - V1313 @ 300mm O.C.

200mm 300mm

50mm
1302 @ 150mm O.C.

300mm

200mm

10mm BOLTS
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NOTE:  63mm STANDARD STEEL PIPE

     TO BE VENTED FOR GALVANIZING.
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9mm 9mm

10mm 10mm

88mm

63mm STD.

STEEL PIPE

17mm DIA. HOLE

9mmx88mmx1150mm

150mm

100mm

12mm ANCHOR BOLT

150mm 150mm

K-1301 @ 300mm O.C.

1301 @ 300mm O.C.

V1301 - V1313 @

300mm O.C.
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100mm

THREADED
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* NOTE:  USE 125mm ANCHOR

  BOLTS ON FIRST ANGLE

  ON LOW END ONLY.

  BOLTS EMBEDDED IN

  CONCRETE NEED NOT

  BE GALVANIZED.
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